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Geometrics shall be confirmed prior to the installation of signal equipment. All traffic
signal foundations shall be installed at final sidewalk or curb grade for closed sections,
highest roadway profile grade for open sections to meet clearances as specified in MD 816.03.
MD 818.01, MD 818.02, MD 818.04. The contractor shall verify ultimats grades prior fto the
installation of all signal equipment. ' '

_ | 2. Pavement markings detailed are proposed and are to be installed by. the Contractor in
CONSTRUCTIGON DETAILS accordance with MD-SHA standards. All other pavement markings will either be installed as
_ : part of the Maintenance of Traffic Phase or are to be considered as existing. _
A.  Use existing span wire. Install new signal heads(3.6) and sign as shown. Relocate existing signal head(4) and sign. (/?;3 3. Revision 'E’ is a revision to the traffic signal built under S.H.A. Contract No.: XX1005185.
Remove unused equipment and signs. Use existing 7-conductor cable from previcus phases. 4. All underground and overhead utilities shown on these plans are schematic and. are not

to be considered complets. The Contractor shall be responsible for notifying all utility

companies prior to construction so that alil utilities may be located in the fieid. If the
M 0 T P H A S E / V Contractor perceives that @ conflict betwsen the utilities and the troffic si‘gnat equipment

will ocour, the Confractor shall notify the appropriate Project Engineer immediately.

B. Use existing mast arm. Install new vehicle signal heads (1,7,8), and sign as shown. Relocate existing video detector camera.
Remove unused equipment and sign. Use existing T-conductor cable from previous phases'. '

Use existing mast arm. Install new sign as shown. Remove existing R10-11(b) sign. .

Use existing mast arm. Relocate existing signal head and opticom detector as shown. Remove existing R10-11{b) sign.

Install 24 in. wide pavement marking — white for stop line. _ _
Adjust video camera as necessary to align with temporary pavement markings. o GEOMETRIC LEGEND Revision “G” REVISIONS \
Adjust micro~ioop probe as necessary to align with temporary pavement markings.

Use existing mast arm pole. Replace existing 5-section signaiwheqd with new 3-section signal head with arrows.
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